- Zécaldindependiente

Disefiado para utilizarse como una solucién independiente, mejora la proteccion de los perimetros de los edificios y |a
infraestructura vital de los riesgos cotidianos de las horquillas de los vehiculos, los palets en movimiento, los AMR y
AGV y otros peligros de baja altura. Se puede combinar con otros productos de proteccion contra impactos, como
barreras de impacto alto y peatonales.

Con la necesidad de dos fijaciones por tramo, incluso para tramos de hasta 2,77 metros, su instalacion es sencilla 'y
minimamente invasiva. Este proceso de instalacion simplificado ahorra tiempo y reduce la necesidad de realizar
modificaciones en su disefio existente.

El rendimiento del zdcalo es fiable, capaz de soportar impactos de hasta 3000 J con una deflexion de menos de 200
mm en un tramo de 1,77 metros.

La facilidad de instalacién, complementada con piezas de ajuste a presién y pernos de expansion de alta resistencia,

combina bien con la adaptabilidad del sistema. Con nuestra plantilla de perforacién, se pueden realizar ajustes
rapidamente, o que permite que el zécalo evolucione junto con los requisitos de seguridad de tu espacio de trabajo.
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Floor barrier test results
Length Load Equivalent to 90° Deflection Force to fixings
2500 kg 5000 kg
1700mm 3000 J 5 & kmih 1 km/h 200mm 14.9 kN
2500 kg 5000 kg
2270mm 3000 J 5.6 kmih 1 ki 240mm 13.8 kN
2500 kg 5000 kg
2770mm 2700 J 5.3 kmih 37 km/h 270mm 14.7 kN
Impact rails
ARTICULOS / DESCRIPCION ALTURA (MM) LARGO (MM) cC (MM) COLOR
lRC”'027.'0050 270 500 Amarillo zinc (RAL 1018)
mpact rail
chn-047_-oo7o 470 700 Amarillo zinc (RAL 1018)
mpact rail
: FC”'°77T°1°° 770 1000 Amarillo zinc (RAL 1018)
mpact rail
g RCI1-127-0150 1270 1500 Amarillo zinc (RAL 1018)
Impact rail
RCI1-177-0200 1770 2000 Amarillo zinc (RAL 1018)
Impact rail
RCI-227-0250 2270 2500 Amarillo zinc (RAL 1018)
Impact rail
lRC”'277.'°3°° 2770 3000 Amarillo zinc (RAL 1018)
mpact rail
r RCt1-064-0087 640 870 Amarillo zinc (RAL 1018)
mpact rail
E lRCI1-067_—0090 670 900 Amarillo zinc (RAL 1018)
mpact rail
r RCI1-197-0220 1970 2200 Amarillo zinc (RAL 1018)
Impact rail
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r RCI1-201-0224
Impact rail

r RCI1-074-0097
] Impact rail

r RCI1-207-0230
Impact rail

r RCI1-211-0234
Impact rail

r RCI1-217-0240
Impact rail

End covers

ARTICULOS / DESCRIPCION

r FCE3-022-1100-10
Final de zocalo - 10 pack

r FCE3-022-1100-2
Final de z6calo - 2 pack

2010

740

2070

2110

2170

ALTURA (MM)

221

221

LARGO (MM)

2240

970

2300

2340

2400

CC (MM)

Amarillo zinc (RAL 1018)

Amarillo zinc (RAL 1018)

Amarillo zinc (RAL 1018)

Amarillo zinc (RAL 1018)

Amarillo zinc (RAL 1018)

COLOR

Negro grafito (RAL 9011)

Negro grafito (RAL 9011)
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Productos relacionados

Zocalo para Impactos de alta energia

E El zocalo para impactos de alta energia es una solucion innovadora disefiada para
ofrecer proteccion del marco final de las estanterias para palets y seguridad

perimetral dentro de tu espacio de tra...

23 articulos
Peatonal con z6calo
L
o Mejora la seguridad de tu espacio de trabajo y los flujos peatonales y de trafico con la
configuracion Peatonal con zdcalo. Disefiado para separar eficientemente las vias
peatonales de las rutas veh...
27 articulos
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THE BENEFITS OF X-PROTECT

Impact Protection >&L AXELENT

X-Protect is Safe

Our impact protection products undergo
rigorous testing at our state-of-the-art
testing facility.

With decades of experience in industrial
safety, we've designed our impact protection
to perform effectively in real-world conditions.

We know safety and can guide you to the
best solutions tailored to your specific needs.

X-Protect is Modular

Quickly modify barrier specifications with
minimal waste.

Perform easy and cost-effective repairs
at a component level.

Quickly build strong integrated installations
with few parts.

X-Protect is Sustainable

Simple end of life dis-assembly,
even after an accident.

Single material components that
are easy to recycle.

Repairable by design, damaged or
worn components are easily replaced
extending the barrier’s life.
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X-PROTECT

Technical Information

>L AXELENT

X-Protect components

These are the building blocks of our
modular Impact Protection range.

my?
E - >

BARRIERS & RAILS

H E =kinetic energy
Hand Rails (trucI: motion energy) [J]
. . m=truck weight [kg/Ibs]
Width x Height: v=truck speed [km/h or
68x72mm|211/16"x227/32"
Length:

Loaded weight
3600 kg /
7930 Ibs

Speed Load

270-1770 mm |10 5/8"-6911/16"

=

Impact Barriers

i

Impact testing

This is how we calculate the
energy from a vehicle impact.

mph]

Loaded weight
2700 kg /
5940 Ibs

| I—

Loaded weight
2100 kg /
i 4620 Ibs

Speed Load Speed Load

6km/h|3.7 mph | 5020 J 6km/h 3.7 mph | 3770 J 6km/h |37 mph | 2930 J
Width x Height: 8km/h|5mph | 8880J 8km/h|5mph | 6660 J 8km/h|5mph | 5180J
|1_16Xtr1220 mm | 49/16" x 8 21/32 12km/h17.5mph | 19960J | | 12km/h17.5mph | 14970 | | 12km/h|7.5mph | 11670 J
ength:

270-2770 mm |10 5/8"-109 1/16"

POSTS & BOLLARDS

F— 1 Height:

350-1160 mm
1313/16" -
4511/16"
Width:

200 mm

/5"
o

Component Colours

RAL 1018

‘ RAL 9011

X-Protect Standard
Configurations
+ the highest impact energy

(J) they are capable of «
.
l]
a

withstanding*

Thehighest © s2:0
force depends

on the C-C. More
information is
available upon
request.

Operating temperature

'3

-10°C — 40°C

Assembly

SCAN THE CODE TO
DOWNLOAD VR
ASSEMBLY MANVALS

ﬂ 1. Bollards
l 2. Impact

3. Impact High
4. Double Impact
Low
_ » 5. Double Impact
& o High
\__‘:(L 6. Pedestrian

[ »

7. Pedestrian
+ Impact

8. Pedestrian
+Impact High

9. Pedestrian
+Double Impact

10. Pedestrian Gate
11. Column Guard

(12N
" 1
The Floor Barrier can be used in

combination with configurations:

3,6,8&9 12. Floor Barrier
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